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BRIDGE NO.

VARIES

VARIES

04607

1A4604

BLANK OUTLET

FIXTURE

DROP CORD

SURFACE OR PENDANT INDIVIDUAL

FLUORESCENT FIXTURE

JUNCTION BOX

EXIT LIGHT

SURFACE OR PENDANT CONTINUOUS

SURFACE INCANDESCENT, METAL HALIDE

OR SODIUM VAPOR FIXTURE

RECESSED INCANDESCENT, METAL HALIDE,

OR SODIUM VAPOR FIXTURE

ROW FLUORESCENT FIXTURES

SWITCH, SINGLE-POLE, DOUBLE-THROW

SEPARATE GROUNDED (NEUTRAL) CONDUCTOR

SHALL BE USED FOR EACH 120-VOLT CIRCUIT.

A.

B.

C.

INSTALL CONDUIT INTO EXISTING PULL BOX.

RL

RLD

SC

FA

CF

CC

PROJECT NOTES

INSTALL PULL BOX IN EXISTING CONDUIT RUN.

AB

BC

CB

STANDARD NOTES

F

M

G

A

CONDUIT, METALLIC UNDERGROUND

CONDUIT, POLYVINYL CHLORIDE, UNDERGROUND

CONDUIT, FLEXIBLE

CONDUIT, TURN UP

CONDUIT, TURN DOWN

CONDUIT SEAL, EXPLOSION-PROOF

ADAPTER, ONE TYPE CONDUIT TO ANOTHER

POLE-TOP LUMINAIRE

POLE-ARM LUMINAIRE

POLE

CONDUIT, EXPANSION JOINT

þÿ�(�2�)���’�’�C�,

MC

PVC

SM

COMBINATION LIGHTING AND POWER

MOTOR CONTROLLER

DISCONNECT SWITCH

CONDUIT CONCEALED IN CEILING OR WALL

CONDUIT CONCEALED IN FLOOR

HOMERUN TO PANELBOARD, ARROWS INDICATE

NUMBER OF CIRCUITS, LETTER DENOTES PANEL-

BOARD, NUMERAL DENOTES CIRCUIT.

SURFACE METAL RACEWAY

CONDUIT EXPOSED

A1, A2

MC

RADIO OUTLET

TELEVISION OUTLET

MICROPHONE OUTLET

POWER PANEL

LIGHTING PANEL

FLUSH-MOUNTED PANELBOARD AND CABINET 

SURFACE-MOUNTED PANELBOARD AND CABINET

EXISTING JUNCTION BOX-REMOVE

EXISTING RECEPTACLE OUTLET-TO REMAIN

EXISTING RECEPTACLE OUTLET-REMOVE

EXISTING CONDUIT AND CONDUCTORS-TO REMAIN

UNLESS OTHERWISE NOTED

EXISTING SWITCH-TO REMAIN

EXISTING SWITCH-REMOVE

EXISTING OUTLET-TO REMAIN

EXISTING JUNCTION BOX-TO REMAIN

EXISTING CONDUIT AND CONDUCTORS-REMOVE

EXISTING INCANDESCENT FIXTURE-REMOVE

EXISTING INCANDESCENT FIXTURE-TO REMAIN

EXISTING FLUORESCENT FIXTURE-REMOVE

EXISTING FLUORESCENT FIXTURE-TO REMAIN

SYMBOL     DESCRIPTION

REMODEL WORK

SECTION/ELEVATION LETTER

CHLF

(T)

W

K

C

G

AV

P

H

S

GLASS BREAK DISCRIMINATOR

MAGNETIC CONTACT SWITCH-PEDESTRIAN DOOR

KEYPAD FOR ALARM SYSTEM

SMOKE DETECTOR

AUDIO/VISUAL ALARM DEVICE

MANUAL PULL STATION

MAGNETIC CONTACT SWITCH-VEHICLE DOOR

SYMBOL     DESCRIPTION

GRAPHIC SYMBOLS FOR ELECTRICAL WIRING AND LAYOUT DIAGRAMS GRAPHIC SYMBOLS FOR

ELECTRICAL DIAGRAMS

SYMBOL     DESCRIPTION

SYMBOL       DESCRIPTION

CIRCUIT BREAKER, SINGLE POLE

SYMBOL        DESCRIPTION

CEILING WALL

S

R

RECESSED INDIVIDUAL FLUORESCENT

BUZZER

MOTION SENSOR SWITCH

SWITCH AND SINGLE RECEPTACLE

SWITCH AND DUPLEX RECEPTACLE

HAND DRYER

HAND DRYER NOZZLE

SOUND SYSTEM LOUD SPEAKER OUTLET

PUSHBUTTON STATION, NC, WITH

LOCKING DEVICE FOR OPEN

PUSHBUTTON STATION MOTOR CONTROL

BELL

COMBINATION BELL-BUZZER

THERMOSTAT

PRESSURE SWITCH

CONTROL RELAY

FLOW SWITCH

PHOTOELECTRIC CELL

TIMER SWITCH

RADIO OUTLET

TELEPHONE OUTLET

MANUAL MOTOR STARTING SWITCH,

WITHOUT OVERLOAD ELEMENT

FLOOR DUPLEX RECEPTACLE OUTLET

DUPLEX, SPECIAL PURPOSE RECEPTACLE

OUTLET

SINGLE, SPECIAL PURPOSE RECEPTACLE

OUTLET

RANGE OUTLET

CLOCK HANGER RECEPTACLE

FAN HANGER RECEPTACLE

FLOOR SINGLE RECEPTACLE OUTLET

FLOOR SPECIAL PURPOSE OUTLET

MULTI-OUTLET ASSEMBLY

SINGLE POLE SWITCH

DOUBLE POLE SWITCH

THREE WAY SWITCH

FOUR WAY SWITCH

AUTOMATIC DOOR

KEY OPERATED SWITCH

DUPLEX RECEPTACLE OUTLET,WEATHERPROOF

(WITH GFCI)

DUPLEX RECEPTACLE OUTLET (WITH GFCI)

DUPLEX RECEPTACLE OUTLET

SINGLE RECEPTACLE OUTLET

MULTI-FLOOR OUTLET, 2 OR

MORE GANG

FLOOR RADIO OUTLET

FLOOR TELEPHONE OUTLET

SWITCH AND PILOT LIGHT

MOMENTARY CONTACT SWITCH

REMOTE CONTROL SWITCH

WEATHERPROOF SWITCH

FAN SWITCH

VARIABLE SPEED MOTOR CONTROL SWITCH

LIGHT SWITCH

HEATER SWITCH

TWO SWITCHES,  ONE SWITCH FOR

LIGHT AND FAN AND TIMER SWITCH

FOR HEAT LAMP

ABBREVIATIONS

X

R

B B

R

D

J J

X

EE-2

EE-2

A

1

TERMINAL BLOCK

TIME DELAY RELAY

TOGGLE SWITCH

TIME METER

TIMER SWITCH

TEST SWITCH

WATER LEVEL SWITCH

WEATHERPROOF

TELEPHONE TERMINAL BOARD

TYPICAL

TOTAL

VARIABLE FREQUENCY DRIVE

T

TB

TDR

TGLS

TM

TS

TSW

WLS

WP

TTB

UPS

TYP

TOT

VFD

AMPERES

AIR COMPRESSOR STARTER

BUILDING DISCONNECT

CONDUIT

CIRCUIT BREAKER

CIRCUIT

CONTROL RELAY

DUPLEX PLUG RECEPTACLE

DOOR SWITCH

CURRENT SWITCH

ANALOG INPUT

ANALOG OUTPUT

DIGITAL OUTPUT

AIR VOLUME CONTROLLER

AIR CONDITIONING UNIT

ALARM LIGHT

BREAKER

ABOVE FINISHED FLOOR

CIRCUIT BREAKER, DOUBLE POLE

CIRCUIT BREAKER, THREE POLE

CIRCUIT BREAKER, WITH GROUND FAULT 

CIRCUIT INTERRUPTER

CONTACT, NORMALLY OPEN

CONTACT, NORMALLY CLOSED

CONTACT, NORMALLY CLOSED, TIME DELAY

CLOSING ON DE-ENERGIZING

CONTACT, NORMALLY OPEN, TIME DELAY

OPENING ON DE-ENERGIZING

CONTACT,NORMALLY OPEN, TIME DELAY

CLOSING ON ENERGIZING

CONTACT, NORMALLY CLOSED, TIME DELAY

OPENING ON ENERGIZING

CONTACT, SINGLE POLE DOUBLE-THROW

OPERATING COIL

LIQUID LEVEL ACTUATED SWITCH, 

NORMALLY CLOSED

LIQUID LEVEL ACTUATED SWITCH,

NORMALLY OPEN

PRESSURE ACTUATED SWITCH, 

NORMALLY CLOSED

PRESSURE ACTUATED SWITCH, 

NORMALLY OPEN

FLOW ACTUATED SWITCH, NORMALLY OPEN

TEMPERATURE ACTUATED SWITCH, 

NORMALLY CLOSED

TEMPERATURE ACTUATED SWITCH,

NORMALLY OPEN

LIMIT SWITCH, NORMALLY CLOSED

LIMIT SWITCH, NORMALLY OPEN

PUSHBUTTON SWITCH, NORMALLY CLOSED

PUSHBUTTON SWITCH, NORMALLY OPEN

SWITCH, SINGLE-POLE

FAN MOTOR

MOTOR

GENERATOR

PILOT LIGHT (A=AMBER, G=GREEN, R=RED)

ENCLOSURE BOND

GROUNDING ELECTRODE

TRANSFORMER WINDING

VARIABLE RESISTOR

RESISTOR

FUSE

THERMAL OVERLOAD

SWITCH, SINGLE-POLE, 3-POSITION 

SWITCH, DOUBLE-POLE, DOUBLE-THROW

SWITCH, DOUBLE-POLE

SHEET NUMBER

DETAIL NUMBER

PULL BOX-LETTER INDICATES TYPE OF PULL 

BOX (E-ELECTRICAL, T-TELEPHONE, R-RADIO)

PULL BOX (TRAFFIC RATED)-LETTER INDICATES 

TYPE OF PULL BOX (E-ELECTRICAL, T-TELEPHONE, 

R-RADIO)

COMBINATION DETECTOR (MICROWAVE/PASSIVE INFRARED)

COMBINATION HEAT,  LIGHT AND FAN UNIT

CROSS-LINES INDICATE NUMBER OF #12 AWG

CONDUCTORS. LONGER CROSS-LINE INDICATES

1#12 AWG (G) FOR EQUIPMENT GROUNDING

CONDUCTOR. NO CROSS-LINE INDICATES 2#12

WITH 1#12 (G) UNLESS OTHERWISE NOTED. ALL

þÿ�C�O�N�D�U�I�T� ���’�’� �U�N�L�E�S

CONDUCTOR INFO (PER CONDUIT)

CONDUIT TYPE

CONDUIT SIZE

NUMBER OF CONDUITS (NO NUMBER

INDICATES ONE CONDUIT)

A SINGLE INSULATED EQUIPMENT GROUNDING CONDUCTOR (SIZED

AS REQUIRED) SHALL BE INSTALLED IN EACH CONDUIT RUN.

HOMERUNS TO PANELBOARDS SHALL BE INSTALLED AS SHOWN 

ON THE PLANS. HOMERUNS SHALL NOT BE COMBINED. 

SPLICE NEW TO EXISTING CONDUCTORS.

RELOCATED EQUIPMENT.

RELOCATE EQUIPMENT.

REMOVE FOUNDATION ABOVE GRADE AND ABANDON

FOUNDATION BELOW GRADE.

CONDUIT TO REMAIN FOR FUTURE USE.   REMOVE

CONDUCTORS,  INSTALL PULL ROPE AND PLUG.

A LOWER CASE LETTER NEAR GRAPHIC

LIGHTING FIXTURE SYMBOL DENOTES

THAT FIXTURE IS CONTROLLED BY A

SIMILARLY MARKED SWITCH, AN ALPHA-

NUMERIC SYMBOL NEAR GRAPHIC LIGHT-

ING FIXTURE SYMBOL DENOTES FIXTURE

TYPE, (I=INCANDESCENT, F=FLUORESCENT,

MH=METAL HALIDE, H=HIGH PRESSURE

SODIUM VAPOR), DESIGN TYPE,NUMBER

OF LAMPS AND WATTAGE.

EXAMPLE : (4) F 2 - 2 x 32

32 WATT LAMPS

2 LAMPS

DESIGN TYPE

FLUORESCENT

NUMBER OF FIXTURES

S

S2

3S

S4

SD

SK

SCHLF

VSS

SH

LS

SF

WPS

SRC

MCS

PS

ABANDON, IF APPLIED TO CONDUIT, 

REMOVE CONDUCTORS.

CONNECT NEW AND EXISTING CONDUIT. REMOVE 

EXISTING CONDUCTORS AND INSTALL CONDUCTORS AS 

INDICATED. 

EXISTING

PILOT LIGHT

PHOTOELECTRIC CELL

PHASE FAILURE RELAY DISCONNECT

PHASE FAILURE RELAY

PUSHBUTTON

PULL BOX

POLE

OVERLOAD

NEUTRAL SWITCHING BREAKER

NORMALLY OPEN

NORMALLY CLOSED

NEW

EMPTY CONDUIT

MAIN SWITCHBOARD

MOTOR CONTROL CENTER

MOTOR CIRCUIT PROTECTOR

METALLIC CONDUIT

MAIN BREAKER

LIGHT TRANSFORMER OVERLOAD

LIGHT TRANSFORMER

LIGHT SWITCH

LIQUID LEVEL RELAY

LIGHT DISCONNECT

LIGHTING CONTROL PANEL

LIQUID LEVEL CONTROLLER

LIGHT PANEL

LIGHTING CONTACTOR

LIGHT

JUNCTION BOX

INDUCTION RELAY

GALVANIZED RIGID STEEL 

GROUND FAULT CIRCUIT INTERRUPTER

GROUND

FLOAT SWITCH

FAILURE RESET

FLOW SWITCH

FLEXIBLE CONDUIT

FLASHER

FAILURE LIGHT

FUSE

EXHAUST FAN

POWER TRANSFER SWITCH

RESISTOR

SERVICE DISCONNECT

STANDBY POWER RECEPTACLE

SELECTOR SWITCH

STARTER

SOLENOID VALVE

STARTER COIL

SEAL FAILURE RELAY

POLYVINYL CHLORIDE

RADIO TERMINAL BOARD

SUMP LIGHT

TRANSFORMER

PTS

RES

SD

S

SPR

SS

ST

SV

SFR

PVC

RTB

SL

A

A/C

ACS

AFF

AI

AL

AO

AVC

BD

BRK

C

CB

CKT

CR

CSW

DO

DP

(E)

DS

EF

F

FL

FLA

FLEX

FLS

FR

FS

G

GFCI

GRS

IR

JB

L

LC

LCP

LD

LL

LLC

LP

LS

LT

LTO

MB

MC

MCP

MCC

MSB

MT

(N)

NC

NO

NSW

OL

P

PB

PB

PFR

PFRD

PS

PL

PEC

PRESSURE SWITCH

MANUAL MOTOR STARTING SWITCH, 

THERMAL OVERLOAD TYPE 

SM

TS

HPS

TS

S

S

H

L

PUSHBUTTON

FLOW ACTUATED SWITCH, NORMALLY CLOSED

UNINTERRUPTIBLE POWER

SUPPLY

21 95

Ala,CC 26 100

11-24-08

R5.9/R6.2,R0.0/R0.5,

R0.9/R1.9


